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curve di carico load diagrams courbes de charge
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Meccanismi - Mechanisms - Mécanismes - Antriebe - Mecanismos

CM 270

(3 kW) - 230V - 50Hz / 4.5 kW - 230V - 50Hz (6 kW) - 230V - 50Hz / 10 KW 400V 50 Hz
k W ]. eo 30 lo eo 30
z‘;‘::‘;“h"g‘“ Alm | s |1Baa |esasy| 4 [m1' | 5 [16a@ |40z KW
Levaged |7 5 ® | ko |2s00 | 1000 | 600 | ® [ ko |es0o [ 2s00 | 600 ';l°t°i‘z'°"e
. ewing
Heben [iverter) o [mr | s 18 | 40 e |™ | s 18 | 40 Orlentation , @\ 2.2 a/1’ | 04 - 09
Elevacidn v [ v [ Schwenken Inverter
Elevogao 9 | 2500 | 2500 | 1000 Q | 2500 | 2500 | 1000 Orlentacidn
Rotagao

3 kW - 230V - 50Hz / 4.5 kW - 230V - 50Hz

6 kW - 230V - 50Hz / 10 kW 400V 50 Hz

kW
Carrello Potenza elettrica necessaria 3 kW - 1x230V - 50Hz
Trolleying e ::5‘“’“ “ﬁ"‘:‘e‘c’*‘m"“’e 4.5 KW - 1x230V - 50Hz
Distribution . , _ _ cessary electric power . .
Katzfahren g Inverter m/1 co 35 20 40 Anschlusswert 6 kW - 1x230V - 50Hz
Distribucidn Potencla 10 kW - 3x400V - 50Hz
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22 n° 2x1450=2900 kg

Z1 n° 2x1350=2700 kg
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Z tot. 13600 kg
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